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LONG PULSE DROOP COMPENSATOR

RELATED APPLICATION

This application claims the benefit of U.S. Provisional
Application No. 61/655,063, filed Jun. 4, 2012, which is
incorporated herein by reference.

BACKGROUND

1. Field of the Invention

Some embodiments described herein generally relate to
providing electrical energy to a pulse generator.

2. Related Technology

A pulse generator is a device that may be used to generate
apulse of electrical energy that may be delivered or applied to
a pulse load. Pulses may be short bursts of energy. Pulse
generators may generate the pulse by charging and then dis-
charging a capacitor. The capacitor may discharge to generate
the pulse that is supplied to a pulse load.

Some pulses may be modeled as a square wave with a sharp
rise time, a constant voltage, then a sharp fall time. In some
circumstances, a square pulse may be difficult to achieve do to
ringing, and stray capacitance, for instance. Typically, shorter
square pulses may be easier to implement than longer square
pulses. For example, for longer square pulses, a conventional
pulse generator may be unable to supply a constant voltage
throughout the duration of the pulse. This drop in voltage
during a pulse, in some instances, may be referred to as droop.
To compensate, pulse generators may include excessively
large capacitors. However, the large capacitors may introduce
additional costs and safety issues.

The subject matter claimed herein is not limited to embodi-
ments that solve any disadvantages or that operate only in
environments such as those described above. Rather, this
background is only provided to illustrate one example tech-
nology area where some embodiments described herein may
be practiced.

SUMMARY OF SOME EXAMPLE
EMBODIMENTS

Some embodiments described herein generally relate to
providing electrical energy to a pulse generator. More par-
ticularly, example embodiments relate to long pulse droop
compensators.

One example embodiment may include power supply sys-
tem. The power supply system may include a main capacitor
and a boost converter. The main capacitor is used to generate
an electrical pulse. The boost converter is configured to be
coupled to the main capacitor. Additionally, the boost con-
verter includes a compensator supply including an energy
storage capacitor that can store electrical energy and supply
electrical energy to the main capacitor. The boost converter
also includes and a compensator inductor that receives the
electrical energy from the compensator supply and is config-
ured to supply electrical energy to the main capacitor when
the main capacitor is generating the electrical pulse.

Another embodiment may include a droop compensator.
The droop compensator includes a boost converter and a
pulse generator connector. The boost converter may include a
compensator inductor, a compensator supply, and an induc-
tor-charging switch that can control the charging of the com-
pensator inductor and the supply of electrical energy to amain
capacitor of a pulse generator. The pulse generator connector
may be configured to allow the boost converter to be electri-
cally coupled with the main capacitor of the pulse generator.
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Another embodiment includes a method of droop compen-
sation for voltage pulse generators. The method includes
charging a main capacitor of a pulse generator and a compen-
sator supply of a droop compensator. The compensator sup-
ply includes an energy storage capacitor. The method also
includes discharging the main capacitor to supply a pulseto a
pulse load. While the pulse is supplied to the pulse load, the
energy storage capacitor may be discharged through a com-
pensator inductor. Additionally, the method includes supply-
ing electrical energy to the main capacitor from the compen-
sator inductor and the energy storage capacitor.

This Summary is provided to introduce a selection of con-
cepts in a simplified form that are further described below in
the Detailed Description. This Summary is not intended to
identify key features or essential characteristics of the
claimed subject matter, nor is it intended to be used as an aid
in determining the scope of the claimed subject matter.

Additional features and advantages of the invention will be
set forth in the description, which follows, and in part will be
obvious from the description, or may be learned by the prac-
tice of the invention. The features and advantages of the
invention may be realized and obtained by means of the
instruments and combinations particularly pointed out in the
appended claims. These and other features of the present
invention will become more fully apparent from the following
description and appended claims, or may be learned by the
practice of the invention as set forth hereinafter.

BRIEF DESCRIPTION OF THE DRAWINGS

To further clarify the above and other features of the
present invention, some embodiments will be illustrated in
the appended drawings. It is appreciated that these drawings
depict only some embodiments of the invention and are there-
fore not to be considered limiting of its scope. The invention
will be described and explained with additional specificity
and detail through the use of the accompanying drawings in
which:

FIG. 1 is an example power supply system that may supply
pulses to a pulse load;

FIG. 2 is an example droop compensator which may be
implemented in the power supply system of FIG. 1;

FIG. 3 is an example power supply system in which the
boost converter load may include single capacitor modulator;

FIG. 4 is an example power supply system in which the
boost converter load may include a single capacitor modula-
tor;

FIG. 5 is an example of a droop compensator that may be
implemented in the power supply system of FIG. 1;

FIG. 6A is an example power supply system that may
include the droop compensator of FIG. 5 that may be electri-
cally coupled to an example modulator;

FIG. 6B is the power supply system of FIG. 6 A performing
an example operation of charging an example compensator
supply;

FIG. 6C is the power supply system of FIG. 6 A performing
an example operation of charging an example compensator
inductor;

FIG. 6D is the power supply system of FIG. 6 A performing
an example operation of supplying the modulator with elec-
trical energy from the compensator inductor and the compen-
sator supply;

FIG. 6E is the power supply system of FIG. 6 A performing
an example operation of disconnecting the compensator
inductor;
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FIG.7is aflow chart of an example method 700 of charging
a droop compensation system that may be performed by the
power supply system of FIG. 1; and

FIG. 8 is a flow chart of an example method 800 of droop
compensation for voltage pulse generators that may be per-
formed by the power supply system of FIG. 1.

DETAILED DESCRIPTION OF SOME EXAMPLE
EMBODIMENTS

Some embodiments described herein generally relate to
providing electrical energy to a pulse generator. More par-
ticularly, example embodiments relate to long pulse droop
compensators. An example embodiment may include power
supply system. The power supply system may include a main
capacitor and a boost converter. The main capacitor is used to
generate an electrical pulse. The boost converter is configured
to be coupled to the main capacitor. Additionally, the boost
converter includes a compensator supply including an energy
storage capacitor that can store electrical energy and supply
electrical energy to the main capacitor. The boost converter
also includes a compensator inductor that receives the elec-
trical energy from the compensator supply and is configured
to supply electrical energy to the main capacitor when the
main capacitor is generating the electrical pulse. An inductor-
charging switch is included that controls whether electrical
energy is supplied to the main capacitor. By providing elec-
trical energy to a pulse generator while a main capacitor is
being discharged to supply a pulse, droop of the pulse may be
reduced.

FIG. 1 illustrates an example power supply system 100 that
may provide long, high-voltage pulses to a pulse load 102. A
pulse refers to a short discharge of electrical energy. The
power supply system 100 may generate pulses by directing
electrical energy from a charging supply 110 to a pulse gen-
erator 106 that may supply the electrical energy in the form of
a pulse to the pulse load 102.

The power supply system 100 may supply pulses to the
pulse load 102. In some embodiments, the pulses may have
durations between approximately 100 microseconds and
approximately 50 milliseconds, for instance. Pulses of this
duration may be referred to as long pulses. During long
pulses, the electrical energy supplied to the pulse load 102
may decrease, which may be referred to as droop. The power
supply system 100 may compensate at least partially for the
droop by transferring energy between components included
in the power supply system 100.

In some embodiments, the power supply system 100 may
include a pulse generator 106 that may be electrically coupled
to the pulse load 102. Additionally, the power supply system
100 may include a droop compensator 108 that may be elec-
trically coupled to the pulse generator 106. In this and other
embodiments, the pulse generator 106 may supply the pulse
to the pulse load 102 while the droop compensator 108 pro-
vides electrical energy to the pulse generator 106. The elec-
trical energy supplied to the pulse generator 106 by the droop
compensator 108 may compensate for droop in a pulse.

For example, a pulse load 102 may call for a pulse of 120
kilovolts (“kV”) for 1.565 milliseconds (“ms”). However,
during the 1.565 ms pulse, the voltage supplied by the power
supply system 100 may droop to 110 kV. The power supply
system 100 may reduce the droop in the voltage supplied by
the power supply system 100 by transferring electrical energy
from the droop compensator 108 to the pulse generator 106.
By transferring electrical energy, the voltage of the pulse may
be maintained at approximately 120kV. Some example pulse
loads 102 might include, but are not limited to, a klystron, a
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magnetron, a spectrometer, an accelerator, a radar transmitter,
a high-impedance electron gun, an ion tube, a liquid polariz-
ing cell, a spark gap, or a thyratron.

The pulse generator 106 may include one or more voltages
cells 104. As depicted in FIG. 1, the pulse generator 106
includes a first voltage cell 104A and an nth voltage cell
104B. Inclusion of a component labeled “nth” is meant to
depict embodiments including any number of the labeled
component. For example, the nth voltage cell 104B is meant
to depict that the pulse generator 106 may include any number
of voltage cells 104.

The voltage cells 104 may include an electrical energy-
storage component that may store electrical energy. The elec-
trical energy-storage component may supply the electrical
energy to the pulse load 102. Additionally or alternatively, the
voltage cell 104 may include one or more switches that con-
trol the electrical energy-storage component. Example
switches may control the storage of electrical energy in the
electrical energy-storage component and may control the
supply of the electrical energy to the pulse load 102.

Specifically, in some embodiments, the electrical energy
storage component in the voltage cells 104 may include a
main capacitor 112. Electrical energy stored in the main
capacitor 112 may be supplied to the pulse load 102. Addi-
tionally, the voltage cells 104 may be electrically coupled in
such a manner so that the main capacitor 112 of each voltage
cell 104 is connected in parallel when being charged by the
charging supply 110 and the main capacitor 112 of each
voltage cell 104 is connected in series with the pulse load 102
when supplying a pulse to the pulse load 102. Additionally or
alternatively, to control the transition from the main capacitor
112 of each voltage cell 104 being connected in parallel to
being connected in series, a voltage cell 104 may include a
main switch 114 or a main return switch 116.

Functionally, in this and other embodiments, when the
voltage cells 104 are electrically coupled to the charging
supply 110, the main switch 114 may be in the open position
and the main return switch 116 may in the closed position. In
this configuration, the charging supply 110 may charge all the
voltage cells 104 in parallel. When the voltage cells 104 are
charged, the charging supply 110 may be decoupled from the
pulse generator 106. The main switch 114 may then close,
while the main return switch 116 opens. In this configuration,
the voltage cells 104 may supply a pulse to the pulse load 102
in series.

InFIG. 1, only the first voltage cell 104 A includes the main
capacitor 112, the main switch 114, and the main return
switch 116. However, this depiction is not meant to be limit-
ing. In some embodiments, each of the voltage cells 104 may
include the main capacitor 112, the main switch 114, and the
main return switch 116 or some subset thereof.

Additionally, as used herein, switches that are “open” or
“off” refers to a state in which communication and conduc-
tivity stops across the switch. Similarly, switches that are
“closed” or “on” refer to a state in which communication and
conductivity is allowed across the switch.

The pulse generator 106 described above generally
describes the principles of a Marx Generator. Some addition-
ally details of a pulse generator 106 that may include main
capacitors 112, main switches 114, and main return switches
116 are described in U.S. Pat. Nos. 7,301,250, 7,550,876; and
7,554,221. The disclosures of these patents are incorporated
herein by reference in their entirety.

The voltage cells 104 may be configured to be releasably
coupled to boost converters 118 included in the droop com-
pensator 108 by way of a releasable coupling 120. The releas-
able coupling 120 may include one or more electrical plugs or
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connectors that may allow temporary, periodic, optional, or
permanent coupling between the voltage cell 104 and the
boost converter 118. For example, the droop compensator 108
may be constructed separately from the voltage cell 104 or be
subsequently coupled with the voltage cell 104 for one or
more pulses. The droop compensator 108 may then be
decoupled from the voltage cell 104 for one or more subse-
quent pulses.

In some embodiments, each voltage cell 104 may be con-
figured to be releasably coupled to a specific boost converter
118. That is, the first voltage cell 104A may be releasably
coupled to a first boost converter 118A via first releasable
coupling 120A. Additionally, the nth voltage cell 104B may
be releasably coupled to an nth boost converter 118B via the
nth releasable coupling 120B. Inclusion of the nth boost
converter 118B and the nth releasable coupling 120B are
meant to depict that the droop compensator 108 may include
any number of boost converters 118 or the power supply
system 100 may include any number of releasable couplings
120.

The releasable couplings 120 may allow communication of
signals and electrical energy between the pulse generator 106
and the droop compensator 108. For example, signals and
electrical energy communicated on the releasable couplings
120 may include, but is not limited to, transfer of electrical
energy between the boost converter 118 and the voltage cells
104, communication of signals between one or more of the
voltage cells 104 and one or more boost converters 118,
and/or between the charging supply 110 and the pulse gen-
erator 106 and/or the droop compensator 108 or components
included therein.

The boost converters 118 may provide electrical energy to
the voltage cells 104 while the main capacitors 112 are sup-
plying a pulse to the pulse load 102. As discussed above, the
voltage and/or current supplied by the main capacitors 112
may droop. By supplying the main capacitors 112 with addi-
tional electrical energy, the droop compensator 100 may
reduce the droop. For example, the boost converters 118 may
maintain the voltage and/or current supplied by the main
capacitors 112 above a threshold voltage and/or current.

To this end, each boost converter 108 may include a com-
pensator supply 122 that may store electrical energy and
supply electrical energy to the main capacitor 112. For
example, the compensator supply 122 may include one or
more energy-storage capacitors that may store electrical
energy. The electrical energy that may be stored in the com-
pensator supply 122 may be discharged through a compen-
sator inductor 126 and supplied to the main capacitor 112. As
the electrical energy flows through the compensator inductor
126, a magnetic field may result. At least some portion of the
electrical energy discharged by the compensator supply 122
may be stored in the magnetic field of the compensator induc-
tor 126. The energy stored in the magnetic field of the com-
pensator inductor 126 as well as other electrical energy sup-
plied by the compensator supply 122 may be supplied to the
main capacitor 112 of the voltage cell 104 while the main
capacitor 112 supplies a pulse to the pulse load 102.

Additionally, the boost converters 118 may include an
inductor-charging switch 124 that may operably control, at
least partially, the electrical energy entering the compensator
inductor 126 and the electrical energy discharged from the
compensator supply 122. The inductor-charging switch 124
may additionally control, at least partially, the supply of elec-
trical energy by the droop compensator 108 to the pulse
generator 106.

In FIG. 1, the first boost converter 118 A includes the com-
pensator supply 122, the compensator inductor 126, and the
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inductor-charging switch 124. However, this depiction is not
meant to be limiting. Each of the boost converters 118 may
include the compensator supply 122, the compensator induc-
tor 126, and the inductor-charging switch 124 or some subset
thereof.

In some embodiments, the droop compensator 108 may be
charged by the charging supply 110. For example, the com-
pensator supply 122 and the main capacitor 112 may be
configured to charge in parallel when electrically coupled to
the charging supply 110. In this and other configurations, a
single charging supply 110 may be used for the charging of
the power supply system 100.

FIG. 2 illustrates an example long pulse droop compensa-
tor 200 that may be implemented in the power supply system
100 of FIG. 1. The general function of the droop compensator
200 may be similar to that described with respect to the droop
compensator 108 of FIG. 1. Some additional or alternative
details are provided with respect to FIG. 2.

The droop compensator 200 may include a boost converter
220. The boost converter 220 may be used to supply an output
electrical energy to a boost converter load 202. The physical
mechanism underlying the boost converter 220 is a discharge
ofelectrical energy stored in a compensator supply 212 and a
compensator inductor 208.

When the compensator supply 212 discharges stored elec-
trical energy through the compensator inductor 208, the com-
pensator inductor 208 may store at least some portion of the
electrical energy in a magnetic field. The energy of the mag-
netic field of the compensator inductor 208 may be supplied
as the output electrical energy from the boost converter 220 to
the boost converter load 202. In some embodiments, the elec-
trical energy supplied by the compensator inductor 208 may
be related to the rate of change of an inductor current during
the discharge of electrical energy by the compensator supply
212.

The boost converter 220 may additionally include an
inductor-charging switch 206 that may control the electrical
energy stored in the compensator inductor 208. The inductor-
charging switch 206 may close which may enable the com-
pensation supply 212 to discharge electrical potential through
the compensator inductor 208, thereby storing energy in the
compensation inductor 208. When the magnetic field of the
compensation inductor 208 is produced—referred to herein
as “charged,” the inductor-charging switch 206 may open.
With the inductor-charging switch 206 is open, the compen-
sation inductor 208 and/or the compensator supply 212 may
supply electrical energy to a boost converter load 202. The
inductor-charging switch 206 may be controlled and/or actu-
ated by a trigger that may be further controlled by a processor
and/or an automatic triggering system.

The compensator 200 may include an inductor bypass 214.
The inductor bypass 214 may include a leg of boost compen-
sator 200 in parallel to the compensator inductor 208. While
the inductor-charging switch 206 is open, the principle of the
inductor bypass 214 may include providing a route of low or
no resistance such that the energy circulating in the boost
converter 220 may not enter and overcharge the boost con-
verter load 202. For example, the electrical potential or some
portion thereof discharged by the compensator inductor 208
and the compensator supply 212 may enter the inductor
bypass 214 rather than the boost converter load 202 when the
electrical resistances of the inductor bypass 214 is near zero.
Accordingly, the inductor bypass 214 may include various
components that may enable the electrical resistance of the
inductor bypass 214 to go to near zero. For example, the
inductor bypass 214 may include an inductor bypass switch
216 that may operably control an inductor bypass 214. That
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is, when the inductor bypass switch 216 is closed, the boost
converter load 202 may receive little or no electrical potential
discharged from the compensator supply 212 in the boost
converter 220.

In contrast, when the inductor bypass switch 216 is open,
the electrical resistance on the inductor bypass 214 may be
much greater than the electrical resistance of the compensator
inductor 208. In this and other configurations, the electrical
energy or some portion thereof, discharged from the compen-
sator inductor 208 and/or compensator supply 212 may flow
through the boost converter load 202. Like the inductor-
charging switch 206, the inductor bypass switch 216 may be
controlled and/or actuated by a trigger that may be controlled
by a processor and/or an automatic triggering system.

The compensator 200 may include one or more compen-
sator diodes 210. As illustrated in FIG. 2, the one or more
compensator diodes 210 may be included in the boost con-
verter 220. In addition to the position shown in FIG. 2, the one
or more compensator diodes 210 may be positioned in the
inductor bypass 214, the compensator supply 212, the com-
pensator inductor 208, the inductor-charging switch 206, the
inductor bypass switch 216, and/or one or more positions
there between. Additionally or alternatively, the compensator
diodes 210 may be positioned throughout the boost converter
load 202. The compensator diodes 210 may be positioned
such that the compensation inductor 208 supplies electrical
energy and/or the compensation supply 212 discharges elec-
trical potential to the proper components, for instance.

The compensator 200 may be coupled to the boost con-
verter load 202 via a pulse generator connector 204. The boost
converter load 202 may be supplied voltage and/or current by
the boost converter 220. Generally, the boost converter 220
supplies energy to boost converter load 202 after the compen-
sator inductor 208 has been charged by the compensator
supply 212. In this circumstance, the inductor-charging
switch 206 is opened and the electrical energy in the compen-
sator inductor 208 flows to the boost converter load 202 via
the pulse generator connector 204.

In some embodiments, the boost converter load 202 may
include a main capacitor of a voltage cell. For example, the
boost converter load 202 may include the main capacitor 112
of'the first voltage cell 104A of FIG. 1. Accordingly, the pulse
generator connector 204 may allow the first voltage cell 104A
of the pulse generator 106 to be electrically coupled with the
droop compensator 200 such that the first voltage cell 104A of
the pulse generator 106 may be the boost converter load 202.
In this and other configurations, the first voltage cell 104A
may be supplied voltage and/or current by the droop compen-
sator 200.

Additionally or alternatively, the pulse generator connector
204 may include communication connections that may allow
the communication of signals between the boost converter
load 202, the boost converter 220, and/or the droop compen-
sator 200. The signals may include triggering signals for the
inductor-charging switch 206, the inductor bypass switch
216, a main switch of a pulse generator, and/or a main return
switch of a pulse generator, for instance. The signals may
additionally or alternatively include measurements from the
boost converter load 202 that may include, but are not limited
to, a voltage at or current supplied to the boost converter load
202.

Additionally or alternatively, the pulse generator connector
204 may include a charging connection through which elec-
trical energy from a charging supply 224 may charge the
compensator supply 212. As illustrated in FIG. 2, the charg-
ing supply 224 may be electrically coupled to the boost con-
verter load 202 to charge the boost converter load 202 for
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example. The electrical energy used to charge the boost con-
verter load 202 may additionally charge the compensator
supply 212. Specifically, in some embodiments, the charging
supply 224 may charge the boost converter load 202 and the
compensator supply 212 in parallel.

Additionally or alternatively, the pulse generator connector
204 may be designed and/or configured such that the droop
converter 200 may be releasably and/or selectively attached
to the boost converter load 202. That is, the pulse generator
connector 204 may include an ability to connect and/or allow
the interface between the droop converter 200 with an
already-existing boost converter load 202. For example, the
pulse generator connector 204 may be specifically designed
to connect the droop converter 200 with a typical Marx type
solid-state modulator having a specific number of voltage
cells.

The pulse generator connector 204 may vary with a par-
ticular boost converter load 202 and/or a particular applica-
tion of the droop compensator 200. Two examples are dis-
cussed below illustrating different configurations.

Referring to FIG. 3, an example power supply system 300
is illustrated in which the boost converter load may include a
single capacitor modulator 306 that may supply a pulse load
324 with a pulse having a negative voltage. The single capaci-
tor modulator 306 may be supplied with a voltage and/or
current from a droop compensator 302 via a pulse generator
connection 304. The droop compensator 302 may include an
inductor-charging switch 316, a compensator inductor 318, a
compensator supply 320, and an inductor bypass 322. The
droop compensator 302 may function similarly to the droop
compensator 200 of FIG. 2. The single capacitor modulator
306 may include a main capacitor 308, a main switch 310, and
diodes 312 and 314. The main capacitor 308 may supply to
the pulse load 324 the pulse with a negative voltage through
the main switch 310.

The pulse generator connection 304 may include a connec-
tion between the single capacitor modulator 306 and the
droop compensator 302. In the power supply system 300,
after the compensator inductor 318 is charged by the com-
pensator supply 320, the inductor-charging switch 316 opens.
The inductor bypass 322 may be open such that the electrical
energy that was stored by the compensator inductor 318 may
flow through the compensator supply 320. The electrical
energy may flow through the pulse generator connection 304
and be supplied to the positive side of the main capacitor 308
of the single capacitor modulator 306. The electrical energy
supplied by the compensator inductor 318 and the compen-
sator supply 320 to the main capacitor 308 may charge the
main capacitor 308. The orientation ofthe diodes 314 and 312
may restrict the flow of the electrical energy supplied by the
compensator inductor 318.

Referring to FIG. 4, an example power supply system 400
is illustrated in which the boost converter load may include a
single capacitor modulator 406 that may supply a pulse load
424 with a pulse having a positive voltage. The single capaci-
tor modulator 406 may be supplied with a voltage and/or
current from a droop compensator 402 via a pulse generator
connection 404. The droop compensator 402 may include an
inductor-charging switch 416, a compensator inductor 418, a
compensator supply 420, and an inductor bypass 422. Oper-
ably, the droop compensator 402 may function similarly to
the droop compensator 200 if FIG. 2. The single capacitor
modulator 406 may include a main capacitor 408, a main
switch 410, and one or more diodes 412 and 414. The main
capacitor 408 may supply to the pulse load the pulse with a
positive voltage through the main switch 410.
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The pulse generator connection 404 may include a connec-
tion between the single capacitor modulator 406 and the
droop compensator 402. In the power supply system 400,
after the compensator inductor 418 is charged by the com-
pensator supply 420, the inductor-charging switch 416 opens.
The inductor bypass 422 may be open such that the electrical
energy that was stored by the compensator inductor 418 may
flow through the compensator supply 420. The electrical
energy may flow through the pulse generator connection 404
and the diode 414 and be supplied to the positive side of the
main capacitor 408 of the single capacitor modulator 406.
The electrical energy supplied by the compensator inductor
418 to the main capacitor 408 may charge the main capacitor
408. The orientation of the diode 412 may restrict the flow of
the electrical energy supplied by the compensator inductor
418.

Contrasting the pulse generator connections 404 and 304
of FIGS. 4 and 3 respectively, the pulse generator connections
404 and 304 may supply the electrical energy from the com-
pensator inductors 418 and 318 to a different part of the pulse
generators 406 and 306. To which component or portion
thereof, the electrical energy is supplied may be based on the
orientation of the main capacitors 308 and 408 and/or the
orientation of the diodes 314, 312, 414, and 412, for example.

FIG. 5 illustrates an example of a droop compensator 500
that may be implemented in the power supply system 100 of
FIG. 1. The droop compensator 500 may include a compen-
sator supply 502. The compensator supply 502 may include
two energy storage capacitors 504A and 504B with positive
and negative terminals. The positive terminal of the two
energy storage capacitors is indicated by the “+” in FIGS.
5-6E.

The energy storage capacitors 504A and 504B may be
configured in series. When a charging supply 524 is con-
nected to the droop compensator 500, the compensator supply
502 may charge in parallel with a boost converter load 526,
and the energy storage capacitors 504 A and 5048 included in
the compensator supply 502 may charge in series.

For example, in embodiments in which the boost converter
load 526 is a voltage cell, the compensator supply 502 may
charge in parallel with the voltage cell and the two energy
storage capacitors 504A and 504B within the compensator
supply 502 may charge in series.

The compensator supply 502 may include various diodes
that may direct or restrict charging and/or discharging of
various components in the droop compensator 500. For
example, the compensator supply 502 may include an intra-
energy storage capacitor diode 506. The intra-energy storage
capacitor diode 506 may be positioned between the negative
terminal of one of the two energy storage capacitors 504 and
the positive terminal of another of the two energy storage
capacitors 504. An example function of the intra-energy stor-
age capacitor diode 506 may include during charging the
electrical energy from the charging supply 524 is routed in a
single direction through the two energy storage capacitors
504A and 504B.

In some embodiments, the compensator supply 502 may
include a peaking switch (not shown) in place of the intra-
energy storage capacitor diode 506. The peaking switch may
include an insulated gate bi-polar transistor (IGBT), which
may act as a diode or a switch. In these and other embodi-
ments, the peaking switch may be used to place the energy
storage capacitors 504A and 504B in series. By placing the
energy storage capacitors 504A and 504B in series, additional
energy may be supplied to the boost converter load 526.

Additionally the compensator supply 502 may include two
energy storage bypass diodes S08A and 508B. The energy
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storage bypass diodes 508A and 508B may be positioned in
energy storage capacitor bypass legs 510A and 510B. Spe-
cifically, a first storage bypass diodes 508A may be posi-
tioned in a first energy storage bypass leg 510A which may be
in parallel with one of the two energy storage capacitors 504.
Additionally, a second energy storage bypass diode 508B
may be positioned in a second energy storage bypass leg
510B which may be in parallel with another of the two energy
storage capacitors energy 504. Depending on the flow of
electrical energy within the compensator supply 502, the
energy storage bypass diodes 508 A and 508B may be reverse
biased or forward biased with respect to the intra-energy
storage capacitor diode 506.

Compensating for the droop of a boost converter load 526
may involve a specific quantity of electrical energy supplied
by the droop compensator 500. The droop compensator 500
may draw the specific quantity of electrical energy from the
two energy storage capacitors 504A and 504B and the com-
pensator inductor 518. In some embodiments in which the
boost converter load 526 includes a main capacitor, each of
the two energy storage capacitors 504 A and 504B may be of
comparable size to the main capacitor. Alternatively, in some
embodiments, each of the two energy storage capacitors
504A and 504B may have one-half the capacitance of the
main capacitor. In some embodiments, each of energy storage
capacitors 504 A and 504B may have twice the capacitance of
the main capacitor and may be charged to half the voltage of
the main capacitor.

As depicted in FIG. 5, the compensator supply 502 may
include two energy storage capacitors 504, one intra-energy
storage capacitor diode 510, and two energy bypass diodes
508. However, this depiction is not limiting. That is, the
compensator supply 502 may include the configuration
described herein or any multiple thereof. For example, in
some embodiments, the compensator supply 502 may include
three energy storage capacitors 504, two intra-energy storage
capacitor diode 510, and three energy bypass diodes 508.

The droop compensator 500 may include an inductor
bypass 512 that may be configured in parallel to the compen-
sator inductor 518. Because the inductor bypass 512 may be
configured in parallel to the compensator inductor 518, an
electrical resistance in the inductor bypass 512 may control
whether electrical energy flows into the boost converter load
526 or stays in the droop compensator 500.

The inductor bypass 512 may include an inductor bypass
switch 514. The inductor bypass switch 514 may include any
type of solid-state switch including, but not limited to, a
bipolar junction transistors, a field effect transistor, a Darling-
ton bipolar transistor, a MOSFET, or an IGBT. Additionally,
as illustrated in FIG. 5, the inductor bypass switch 512 may
include a diode 528 that may be positioned between the
emitter and the collector of the inductor bypass switch 514.

The inductor bypass 512 may include an inductor bypass
switch trigger 534. The inductor bypass switch trigger 534
may communicate signals to the inductor bypass switch 514
that may drive the inductor bypass switch open and close. The
inductor bypass switch trigger 534 may open and close the
inductor bypass switch 514 in accordance with the function of
the droop compensator 500. For example, when the compen-
sator supply 502 is charging, the inductor bypass switch trig-
ger 534 may send a signal to close the inductor bypass switch
514 that may bypass the compensator inductor 518 while the
compensator supply 502 and the boost converter load 526
charges.

The inductor bypass 512 may include an inductor bypass
diode 516. The inductor bypass diode 516 may direct and
limit electrical energy in the inductor bypass 512. Addition-
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ally, the inductor bypass diode 516 may be configured in
series with the inductor bypass switch 514. That is, when the
inductor bypass switch is closed, electrical energy may flow
through the inductor bypass diode 516 and the inductor
bypass switch 514 thereby preventing the electrical energy in
the compensator inductor 518 from entering and/or over
charging the boost converter load 526.

In alternative embodiments, the inductor bypass 512 may
include some subset of the inductor bypass switch 514, the
inductor bypass switch trigger 534, and the inductor bypass
diode 516. Additionally or alternatively, the position or
arrangement of the inductor bypass switch 514, the inductor
bypass switch trigger 534, and the inductor bypass diode 516
may vary.

The droop compensator 500 may include an inductor-
charging switch 532 that may include a solid-state switch
520. The solid-state switch may include, but is not limited to,
a bipolar junction transistor, a field effect transistor, a Dar-
lington bipolar transistor, a MOSFET, or an IGBT. Addition-
ally, as illustrated in FIG. 5, the inductor-charging switch 532
may include a diode 530 that may be positioned between the
emitter and the collector of the inductor-charging switch 520.

The inductor-charging switch 532 may include an induc-
tor-charging switch trigger 522. The inductor-charging
switch trigger 522 may communicate signals to the solid-state
switch 520 ofthe inductor-charging switch 532 that may drive
the solid-state switch 520 of the inductor-charging switch 532
open and close. The inductor-charging switch trigger 522
may open and close the solid-state switch 520 in accordance
with the function of the droop compensator 500. For example,
to charge the compensator inductor 518, the inductor-charg-
ing switch trigger 522 may send a signal to close the solid-
state switch 520 of the inductor-charging switch 532 that may
include the compensator inductor 518 in an electrical circuit
with the compensator supply 502 while the compensator sup-
ply 502 discharges electrical potential. Additionally, the
inductor-charging switch 532 controls whether electrical
energy stored in the compensator inductor 518 and the com-
pensator supply 502 is supplied to the boost converter load
526. More specifically, when the inductor-charging switch is
open electrical energy may be supplied to the boost converter
load 526. Alternatively, when the inductor-charging switch is
closed no electrical energy is supplied to the boost converter
load 526.

The inductor-charging switch trigger 522 may operate the
inductor-charging switch 520 or the inductor bypass switch
trigger 534 may operate the inductor bypass switch 514 auto-
matically. In some embodiments, the inductor-charging
switch trigger 522 or the inductor bypass switch trigger 534
may operate based upon voltages and/or currents measured
throughout the droop compensator 500 or the boost converter
load 526.

FIGS. 6A-6E illustrate an example power supply system
600. Specifically FIG. 6A illustrates an inclusive figure to
introduce various components discussed with respect to
FIGS. 6B-6D. FIGS. 6B-6D illustrate some operations that
may be performed by the power supply system 600.

FIG. 6A illustrates an example power supply system 600.
The power supply system 600 may include the droop com-
pensator 500 described with respect to FIG. 5 that may be
electrically coupled to a modulator 652. The modulator 652
may generate and supply a pulse to a pulse load 602. The
modulator 652 is illustrated with one voltage cell 604; how-
ever, the modulator 652 may include multiple voltage cells
604 all of which may include similar components or func-
tionality as the voltage cell 604. The voltage cell 604 may
include a main capacitor 620, a main return switch 618, a
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main switch 622, and a main diode 626. The modulator 652
may be charged by a charging supply 624.

The modulator 652 may be electrically coupled to the
droop compensator 500 discussed with respect to FIG. 5. The
modulator 652 may be included as the boost converter load
526 that is omitted in FIGS. 6A-6E. Additionally, the charg-
ing supply 524 of FIG. 5 is numbered 624 in FIG. 6. These
items may relate to a single component or apparatus.

Referring to FIGS. 6B-6E, the inductor-charging switch
532 and the inductor bypass switch 514 may control some
operations of the droop compensator 500. Generally, the
operations may include the inductor-charging switch 532 and
the inductor bypass switch 514 cycling between an open
position and a closed position. With each variation, the droop
compensator 500 may perform an operation. The cycling
between the open and the closed positions may be based upon
a voltage on the main capacitor 620, an electrical current on
the compensator inductor 518, or one or more time intervals,
for instance.

Some operations might include, but are not limited to:
charging of the compensator supply 502 while bypassing the
compensator inductor 518 which is illustrated in FIG. 6B;
charging the compensator inductor 518 which is illustrated in
FIG. 6C; supplying electrical energy from the compensator
inductor 518 and the compensator supply 502 to the modula-
tor 652 which is illustrate in FIG. 6D; and disconnecting the
compensator inductor 518 which is illustrate in FIG. 6E.

FIG. 6B illustrates an example operation of charging the
compensator supply 502. In FIG. 6B, various components of
the modulator 652 and the voltage cell 604 are omitted for
simplicity. Additionally, the inductor bypass switch 514, and
the inductor-charging switch 532 are depicted as simple
switches for simplicity.

Charging the compensator supply 502 may utilize circuit
path 654 and may include connecting the charging supply 624
to the modulator 652. In the droop compensator 500, the
inductor-charging switch 532 may be open and the inductor
bypass switch 514 may be closed. In this and other configu-
rations, the compensator inductor 518 may be bypassed.
Thus, electrical energy supplied by the charging supply 624
may be introduced to the compensator supply 502. Once
introduced to the compensator supply 502, the electrical
energy may flow through the second energy storage capacitor
504B, the intra-energy storage capacitor diode 506, and the
first energy storage capacitor 504A. The electrical energy
may then flow into the inductor bypass 512. In the inductor
bypass 512, the electrical energy may flow through the induc-
tor bypass diode 516 and the inductor bypass switch 514. The
electrical energy may then flow back to the modulator 652
and may complete a circuit with the charging supply 624.

In some embodiments, the compensator supply 502 may
also charge the main capacitor 620. Specifically, the electrical
energy may tlow from the charging supply 624 through the
main capacitor 620 then through the main diode 626 and
complete a circuit with the charging supply 624. In FIGS.
6B-6F, the charging supply 624 remains coupled to the
modulator 652. However, this depiction is not meant to be
limiting. In some embodiments, when the main capacitor 620
and the compensator supply 502 are charged, the charging
supply 624 may be disconnected from the modulator 652 and
the droop compensator 500.

Referring next to FIG. 6C, an example operation of charg-
ing the compensator inductor 518 is illustrated. In FIG. 6C,
various components of the modulator 652 and the voltage cell
604 are omitted for simplicity. Additionally, the inductor
bypass switch 514, the main switch 622, the main return
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switch 618, and the inductor-charging switch 532 are
depicted as simple switches for simplicity.

When the main capacitor 620 is charged, the modulator
652 may begin to supply a pulse to the pulse load 602 as
depicted by a current path 656. While supplying the pulse, the
main switch 622 may be closed and the main return switch
618 may be open. In this and other configurations, the main
capacitor 620 of the voltage cell 604 may be connected in
series with other voltage cells with similar configurations to
the voltage cell 604 to supply pulses to the pulse load 602. By
configuring the voltage cells in series, the voltage of the
pulses supplied to the pulse load may be increased.

Additionally, after the main capacitor 620 and the compen-
sator supply 502 are charged, the compensator inductor 518
may be charged via a circuit path 658. To charge the compen-
sator inductor 518, the inductor bypass switch 514 may be
opened and the inductor-charging switch 532 may be closed.
In this and other configurations, the electrical potential stored
in the compensator supply 502 may discharge or be diverted
to the compensator inductor 518 such that an electrical energy
flows through the compensator inductor 518.

Specifically, the electrical energy may be discharged from
the first energy storage capacitor 504A and may flow through
the second energy storage bypass diode 508B. The electrical
energy originating at the first energy storage capacitor 504A
may then flow through the inductor-charging switch 532.
After the electrical energy originating at the first energy stor-
age capacitor 504A flows through the inductor-charging
switch 532, the electrical energy originating at the first energy
storage capacitor 504A may flow through the compensator
inductor 518 and back to the first energy storage capacitor
504A.

Additionally, the electrical energy may be discharged from
the second energy storage capacitor 504B. The electrical
energy originating at the second energy storage capacitor
504B may then flow through the inductor-charging switch
532, then to through the compensator inductor 518. The elec-
trical energy originating at the second energy storage capaci-
tor 504B may then flow through the first energy bypass diode
508A, then back to the second energy storage capacitor 504B.

The inductor bypass switch 514 may remain open thereby
allowing the electrical energy to flow through the compensa-
tor inductor 518 until an electrical current on the compensator
inductor 518 reaches a predetermined current charge value
and/or for a predetermined charge time interval. Charging of
the compensator inductor 518 may occur when the electrical
current in the compensator inductor 518 is less than a prede-
termined inductor current value and/or after a predetermined
time interval, for instance.

Generally, the predetermined current charge value, the pre-
determined inductor current value, the predetermined charge
time interval, and/or the predetermined time interval may be
related. For example, in some embodiments the predeter-
mined current charge value may be equal to the predeter-
mined inductor current value. Additionally or alternatively,
the predetermined charge time interval and the predetermined
time interval may be equal.

FIG. 6D illustrates an example operation of supplying the
modulator 652 with electrical energy from the compensator
inductor 518 and the compensator supply 502. Generally, the
operation of supplying the modulator 652 with electrical
energy is controlled by changing the state of the inductor-
charging switch 532. The inductor charging switch 532 being
in an open state may allow electrical energy to be supplied to
the modulator 652. The inductor charging switch 532 being in
a closed state may not allow electrical energy to be supplied
to the modulator 652.
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In FIG. 6D, various components of the modulator 652 and
the voltage cell 604 are omitted for simplicity. Additionally,
the inductor bypass switch 514, the main switch 622, the main
return switch 618, and the inductor-charging switch 532 are
depicted as simple switches for simplicity.

To supply the modulator 652 with electrical energy, the
inductor-charging switch 532 may open and the inductor
bypass switch 514 may open. This may occur when an elec-
trical current of the compensator inductor 518 increases to a
predetermined electrical current, a predetermined time inter-
val occurs, when a voltage on the main capacitor 620 drops
below a predetermined voltage value, or some combination
thereof. In this and other configurations, the electrical energy
stored in the compensator inductor 518 and the compensator
supply 502 may be supplied to the main capacitor 620 of the
modulator 652 via a circuit path 662.

Specifically, when the compensator supply 502 and the
compensator inductor 518 supply the electrical energy to the
modulator 652, the electrical energy may flow from the com-
pensator inductor 518, the first energy storage capacitor
504 A, and the second energy storage capacitor 504B. From
the compensator inductor 518 the electrical energy flows
through the compensator supply 502 then to the modulator
652. The electrical energy charges the main capacitor 620 and
completes the circuit path 662 through the main diode 626.
The electrical energy from the first energy storage capacitor
504 A flows through the second storage bypass diode 508B
and to the modulator 652. The electrical energy from the first
energy storage capacitor 504A charges the main capacitor
620. The circuit path 662 includes the main diode 626 and the
compensator inductor 518 and is completed at the first energy
storage capacitor 504A. Likewise, the electrical energy from
the second energy storage capacitor 504B flows to the modu-
lator 652 to charge the main capacitor 620. The electrical
energy from the second storage capacitor 504B then flows
through the main diode 626, the compensator inductor 518,
and the first energy storage bypass diode 508A to complete
the circuit path 662 at the second energy storage capacitor
504B.

In some embodiments, rather than the intra-energy storage
capacitor diode 506, the compensator supply 502 may include
a peaking switch. The peaking switch may include an IGBT.
The peaking switch may act as a diode or a switch. Thus, in
embodiments including the IGBT, the circuit path 626 may
place the first energy storage capacitor 504 A and the second
energy storage capacitor 504B in series to supply the modu-
lator 652. By placing the first energy storage capacitor 504A
and the second energy storage capacitor 504B in series may
allow for in an increased voltage to be supplied to the modu-
lator 652, and in particular the main capacitor 620. The sup-
plied electrical energy may charge the main capacitor 620
electrically coupled to the droop compensator 500. The
inductor-charging switch 532 may remain open and the
inductor bypass switch 514 may remain open until the main
capacitor 620 is charged to a predetermined voltage value or
for a predetermined time interval.

FIG. 6E illustrates an example operation of disconnecting
the compensator inductor 518 when a voltage on the main
capacitor 620 exceeds a predetermined voltage. For example,
when the main capacitor 620 exceeds a predetermined opera-
tion voltage used for generating a pulse, the compensator
inductor 518 may be disconnected from the modulator 652 so
that additional energy is not supplied to the modulator 652
from the compensator inductor 518.

In FIG. 6E, various components of the modulator 652 and
the voltage cell 604 are omitted for simplicity. Additionally,
the inductor bypass switch 514, the main switch 622, the main
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return switch 618, and the inductor-charging switch 532 are
depicted as simple switches for simplicity.

As an example of operation of the circuit illustrated in FIG.
6F, when a voltage on the main capacitor 620 exceeds a
predetermined voltage, the inductor-charging switch 532
may open and the inductor bypass switch 514 may close. The
electrical energy of the compensator inductor 518 flows
through the inductor bypass diode 516 and the inductor
bypass switch 514 a represented in a circuit path 660. The
compensator inductor 518 may dissipate electrical energy
through the circuit path 660.

In this and other configurations, the electrical potential
stored in the compensator supply 502 may not be supplied to
the modulator 652. Instead, a reverse voltage across the main
diode 626 may prevent the discharge of the electrical poten-
tial stored in the compensator supply 502. When the charge on
the main capacitor 620 decreases, the inductor bypass may
open, transitioning to the configuration depicted in FIG. 6D.
Alternatively, when the electrical energy of the compensator
inductor 518 drops below a predetermined threshold the
inductor-charging switch may close, transitioning to the con-
figuration depicted in FIG. 6C. The above-described opera-
tions may occur in the sequence described or in any sequence
as determined by the power supply system 600 configurations
and the components included therein.

FIG.7is aflow chart of an example method 700 of charging
a droop compensation system. The method 700 may be per-
formed, for example, by the power supply system 100
described with respect with FIG. 1. The flow charts described
herein do not necessarily imply a fixed order to the actions,
and embodiments may be performed in any order that is
practicable. Additionally or alternatively, in some embodi-
ments, one or more of the actions may be omitted, additional
actions may be included, or alternative actions may be
included without limitation.

Additionally, the methods described herein may be per-
formed by hardware, software (including microcode), or a
combination of hardware and software. For example, a stor-
age medium may store thereon instructions that when
executed by a machine result in performance according to any
of the embodiments described herein.

The method 700 may begin at 702 by charging supply may
be electrically coupled to a pulse generator and/or a droop
compensator. The droop compensator may include a compen-
sator supply. The charging supply may charge one or more
main capacitors included in voltage cells of the pulse genera-
tor and/or one or more energy storage capacitors included in
a boost converter of the droop compensator. The electrical
coupling may allow the main capacitor(s) and the energy
storage capacitor(s) to charge in parallel. In some embodi-
ments, the compensator supply may include two or more
energy storage capacitors. The two or more energy storage
capacitors may be configured in series.

At 704, an inductor-charging switch may be opened. The
inductor-charging switch may be included in the droop com-
pensator. At 706, the inductor bypass switch is closed. The
inductor bypass switch may be included in the droop com-
pensator.

With the inductor-charging switch in an open position and
the inductor bypass switch in a closed position a circuit may
be created. The circuit may direct electrical energy intro-
duced by the charging supply to the energy storage capacitor
and/or the main capacitor. The energy storage capacitor and/
or the main capacitor may charge.

At 708, the system may determine whether a voltage of the
main capacitor is greater than a predetermined threshold. If
the voltage of the main capacitor is greater than, or equal to,
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a predetermined threshold, the method 700 may proceed to
712. At 712, the method 700 may be complete.

Alternatively, the method 700 may proceed to 710. At 710,
the charging supply may continue to charge the main capaci-
tor and/or the energy storage capacitor. The system may con-
tinue to charge the main capacitors and/or the energy storage
capacitor until the predetermined threshold is reached.

FIG. 8 is a flow chart of an example method 800 of droop
compensation for voltage pulse generators. In some embodi-
ments, the method 800 may be performed by the power sup-
ply system 100 of FIG. 1.

The method 800 may begin at 802 by charging a main
capacitor of a pulse generator and a compensator supply of a
droop compensator. The compensator supply may include
one or more energy storage capacitors. In some embodi-
ments, the charging may include closing an inductor bypass
switch such that while charging the compensator supply, a
compensator inductor is bypassed. Additionally or alterna-
tively, in some embodiments, the charging may include open-
ing an inductor-charging switch such that electrical energy
may flow back to the pulse generator and complete a circuit
with the charging supply. Additionally or alternatively, the
charging may include one or more of the actions of method
700 describe above.

At 804, the method 800 may include discharging the main
capacitor to supply a pulse to a pulse load. The pulse load may
include a klystron, a magnetron, a spectrometer, an accelera-
tor, a radar transmitter, a high-impedance electron gun, an ion
tube, a liquid polarizing cell, a spark gap, and/or a thyratron,
for example.

At 806, the method 800 may include discharging the
energy storage capacitor through a compensator inductor
while the pulse is supplied to the pulse load. In some embodi-
ments, discharging the energy storage capacitor includes
closing an inductor-charging switch and opening the inductor
bypass switch such that electrical energy flows through the
compensator inductor. By discharging the energy storage
capacitor through the compensator inductor, electrical energy
may be stored on the compensator inductor. Additionally in
some embodiments, discharging the energy storage capacitor
through a compensator inductor may occur when an inductor
current on the compensator inductor is less than a predeter-
mined value.

At 808, the method 800 may include supplying electrical
energy to the main capacitor from the compensator inductor
and the energy storage capacitor. In some embodiments, sup-
plying electrical energy may include opening the inductor-
charging switch. By opening the inductor-charging switch, a
circuit may be created in which electrical energy stored in the
compensator inductor and the energy storage capacitor may
be supplied to the main capacitor of the pulse generator. By
supplying electrical energy to the main capacitor, the droop of
the main capacitor may be reduced. Supplying electrical
energy to the main capacitor from the compensator inductor
and the energy storage capacitor may continually or periodi-
cally occur to maintain the voltage on the main capacitor.

Alternatively, the compensator inductor may be discon-
nected until the charge on the main capacitor drops below a
predetermined voltage. For example, while the main capaci-
tor is adequately charged the compensator inductor may be
disconnected from the main capacitor. While the compensa-
tor inductor is disconnected, the compensator supply may be
isolated from the main capacitor by a main diode.

In some embodiments, the system may determine whether
a voltage of the main capacitor is less than a predetermined
threshold. If the voltage of the main capacitor is less than the
predetermined threshold, the method 800 may supply electri-
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cal energy to the main capacitor from the compensator induc-
tor and/or the energy storage capacitor. If however, the volt-
age of the main capacitor is greater than, or equal to, the
predetermined threshold, the method 800 may disconnect the
compensator inductor.

The present invention may be embodied in other specific
forms. The described embodiments are to be considered in all
respects only as illustrative and not restrictive. The scope of
the invention is, therefore, indicated by the appended claims
rather than by the foregoing description. All changes which
come within the meaning and range of equivalency of the
claims are to be embraced within their scope.

What is claimed is:
1. A pulse voltage power supply system comprising:
a main capacitor used to generate an electrical pulse;
aboost converter coupled with the main capacitor, wherein
the boost converter comprises:
a droop compensator including an energy storage
capacitor that stores electrical energy; and
a compensator inductor;
an inductor bypass switch that operably controls flow of
electrical energy through an inductor bypass; and
an automatic triggering system configured to close the
inductor bypass switch when a voltage on the main
capacitor equals or exceeds a predetermined thresh-
old such that the voltage on the main capacitor is
maintained.
2. The pulse voltage power supply system of claim 1,
wherein
the inductor-charging switch operably controls electrical
energy discharged by the energy storage capacitor
through the compensator inductor.
3. The pulse voltage power supply system of claim 2,
wherein during the pulse:
the inductor-charging switch and the inductor bypass
switch cycle open and closed based upon a voltage on
the main capacitor.
4. The pulse voltage power supply system of claim 1,
further comprising:
a charging supply configured to charge the energy storage
capacitor and the main capacitor in parallel.
5. The pulse voltage power supply system of claim 2,
wherein:
when the charging supply is charging the energy storage
capacitor, the inductor bypass switch is closed such that
the compensator inductor is bypassed.
6. The pulse voltage power supply system of claim 1,
wherein:
the pulse generator is a single capacitor modulator that may
supply a pulse load with a pulse having a positive volt-
age.
7. The pulse voltage power supply system of claim 1,
wherein:
the pulse generator is a single capacitor modulator that may
supply a pulse load with a pulse having a negative volt-
age.
8. The pulse voltage power supply system of claim 1,
wherein:
the main capacitor supplies the pulse to a klystron or a
magnetron.
9. The pulse voltage power supply system of claim 1,
wherein:
the electrical pulse is between about 100 microseconds and
about 50 milliseconds in duration.
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10. A droop compensator comprising:
a boost converter including:
a compensator inductor,
a compensator supply, wherein the compensator supply
comprises
two energy storage capacitors with positive and nega-
tive terminals;
an intra-energy storage capacitor diode between the
negative terminal of one of the two energy storage
capacitors and the positive terminal of another of
the two energy storage capacitors;
afirst energy storage bypass diode in parallel with one
of the two energy storage capacitors; and
a second energy storage bypass diode in parallel with
another of the two energy storage capacitors, and
an inductor-charging switch electrically coupled with
the compensator inductor and the compensator sup-
ply that controls the charging of the compensator
inductor and the supply of electrical energy to a main
capacitor of a pulse generator; and
a pulse generator connector configured to allow the boost
converter to be electrically coupled with the main
capacitor of the pulse generator.
11. The droop compensator of claim 10, wherein:
the two energy storage capacitors charges in parallel with
the main capacitor when electrically coupled to a charg-
ing supply, wherein the two energy storage capacitors
within the compensator supply are charge in a series
configuration.
12. The droop compensator of claim 10, wherein each of
the two energy storage capacitors are of comparable size to
the main capacitor.
13. The droop compensator of claim 10, wherein the com-
pensator supply includes:
a peaking switch between the negative terminal of one of
the two energy storage capacitors and the positive ter-
minal of another of the two energy storage capacitors.
14. The droop compensator of claim 10, further compris-
ing:
an inductor bypass configured in parallel to the compensa-
tor inductor including:
an inductor bypass switch; and
an inductor bypass diode configured in series with the
inductor bypass switch,

wherein, when the inductor bypass switch is closed,
electrical energy can flow through the inductor bypass
diode and the inductor bypass switch thereby prevent-
ing the electrical energy in the compensator inductor
from entering the main capacitor.

15. The droop compensator of claim 14, wherein:

when a voltage on the main capacitor is greater than or
equal to than a predetermined threshold,
the inductor-charging switch opens, and
the inductor bypass switch closes diverting electrical

energy from the compensator inductor and the supply;
when the voltage on main capacitor is less than the prede-
termined threshold,
the inductor bypass switch opens coupling the compen-
sator inductor to the main capacitor;

when an inductor current in the compensator inductor is
less than a second predetermined threshold,
the inductor bypass switch opens and the inductor

bypass switch remains open until the inductor current
in the compensator inductor reaches the second pre-
determined threshold, and
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the inductor-charging switch closes diverting electrical
potential from the supply through the compensator
inductor; and

when the inductor current is greater than or equal to the

second predetermined threshold,

the inductor-charging switch opens, and

the inductor bypass switch opens supplying the electri-
cal energy in the compensator inductor and the supply
to the main capacitor.

16. The droop compensator of claim 15, further comprising
an inductor-charging switch trigger and an inductor bypass
switch trigger.

17. The droop compensator of claim 15, wherein the induc-
tor-charging switch and the inductor bypass switch are MOS-
FETs, IGBTs, or FETs.

18. The droop compensator of claim 15, wherein

operation of the inductor-charging switch by the inductor-

charging switch trigger and the inductor bypass switch

by the inductor bypass switch trigger automatically

occurs when:

the voltage on the main capacitor is greater than or equal
to a predetermined threshold;

the voltage on main capacitor is less than the predeter-
mined threshold;

the inductor current in the compensator inductor is less
than a second predetermined threshold; and

the inductor current is greater than or equal to than the
second predetermined threshold.

19. A method of droop compensation for voltage pulse
generators comprising:

charging a main capacitor of a pulse generator and a supply

of'a droop compensator, wherein the supply includes an
energy storage capacitor;

discharging the main capacitor to supply a pulse to a pulse

load;
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while the pulse is supplied to the pulse load, discharging
the energy storage capacitor through a compensator
inductor; and

supplying electrical energy to the main capacitor from the
compensator inductor and the energy storage capacitor;

wherein when an inductor current on the compensator
inductor is less than a predetermined value, opening an
inductor bypass switch;

closing an inductor-charging switch; and

allowing the energy storage capacitor to discharge to the
compensator inductor.

20. The method of droop compensation of claim 19,

wherein:

discharging the energy storage capacitor includes closing
an inductor-charging switch; and

supplying electrical energy to the main capacitor from the
compensator inductor includes opening the inductor-
charging switch.

21. The method of droop compensation of claim 20,

5o Wherein:

charging the main capacitor and the supply further
includes:
closing an inductor-charging switch such that while
charging the supply, the compensator inductor is
bypassed, and
opening the inductor-charging switch such that electri-
cal energy may flow back to the pulse generator and
complete a circuit with the charging supply.
22. The method of droop compensation of claim 21, further

30 comprising

when a voltage on main capacitor equals or exceeds a
predetermined threshold, closing the inductor bypass
switch, and

maintaining the voltage on the main capacitor.
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